
Sealing flange 2-piece 
Suitable for any liquid seal on floor-level elements

C
on

st
ru

ct

ional sealing

acc. 
to DIN 
18531 
18533

The components of the system are tested with the most common liquid plastics  
for adhesion and compatibility. Version Sept. 2024, Subject to technical changes.

ADVANTAGES OF THE PATENTED ALUMAT SYSTEM:

n �Universal use, independent of profile, compatible with every frame material

n �2-piece, therefore can be factory preassembled and subsequently  

clipping for the fleece corner posts on-site

n �Installation height of the clamping strip is indicated by OKFF line

n �No removal of roller shutter guide or aluminum cover caps necessary  

for a DIN-standard seal

n �No notching required

n �No additional sealant in the area of the clamping strip on the frame  

required, since a Butylband is applied at the factory

n �Tested solution: No sealing on the frame necessary 

n �24 h backwater test



SEALING FLANGE 2-PIECE

Note: The screws are not included in the scope of 
delivery and the number must be adapted to the 
profile geometry,    

Fleece can be adapted to the jamb.

Fill the groove of the clamping strip with suitable 
sealant before inserting the metal bracket.
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Download 
installation 
instructions:

Video BM 30 Video ARB 1

Download AKL Video Wetterschenkel

Video Tri�ex Abdicht. Video Abdichtung Holz

Download MGS Download 
Flyer Flansch

To installation 
video.

25 pairs of clamping strips 
for sealing flange with 
Butylband 
(Item no. 6395-25)

25 pairs fleece corner posts 
welded on metal bracket. 
Dimensions 525 x 525 mm,  
Density 110 g/m2 
(Item no. 6398-25)

Screws provided by customer

25 sets (Item no. 6399-25)  
consisting of:  


