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ALUMAT Frey GmbH 
Im Hart 10 · 87600 Kaufbeuren  
Tel. +49 (0) 8341-4725 
info@alumat.de

www.alumat.de
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Aluminum floor profiles with permanently rising  
magnet threshold and magnet counter profile for 
fastening on the door leaf bottom edge of interior 
doors. 20 year warranty on magnet tensile force.

FUNCTIONAL PRINCIPLE

n �Easy installation without vulnerable mechanics

n �Automatic adaptation on door leaf, therefore no negative 
affect from uneven floors

n �Optimum sealing effect, smoke-tight acc. to DIN 18095

n �Noise insulation acc. to DIN 52210 up to Rw 45 dB

HST 20/2 mit PVC M1:1
Stand März 2021
technische Änderungen vorbehalten

HST 20/2
ALUMAT Hebeschiebetür-Flachschwelle schwellenlos
für Kunststoffaußentüren
Standardausführung (mit Klipsfunktion außen für Zusatzprofile)
inkl. HST-Basisprofil für Schwellenunterbau 182x40mm (PET)
lastabtragende Wärmedämmung zweiteilig zum Aufstecken
auf HST-Basisprofil (Steckverbindung 30, 40 und 100mm
gegen Aufpreis erhältlich)
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HST 10/1 short resp. 20/1 short

COMFORT FOR EVERYBODY

Zero thresholds for safe and comfortable living

The ALUMAT magnet double seals enable  

the threshold-free transition for all house,  

balcony and patio doors from the living area  

to the outside.

B

arrier-free

Acc. 
to DIN 
18040

n �For nursing homes, senior residences, hospitals, homes 
for people with disabilities, day care facilities, kinder
gartens, single family homes, apartment buildings, hotels 

n �No wear, no tear, no mechanics 

n �Passive house certification through optimal thermal 
separation 

n �Driven rain-proof, airteight, sound-proof and  
intrusion-proof 

n �20 year warranty on magnet tensile force

FOR INTERIOR DOORS
FOR LIFT-AND-SLIDE DOORS� TYPE HST

HST 10

HST 20/2

NEW CONSTRUCTION PROFILE with floor recess 

RENOVATION PROFILE without floor recess 

ZERO THRESHOLDS for lift-and-slide doors  
(Wood + wood/aluminum + plastic)



Magnetic comfort thresholds by Alumat provide  
accessibility for all main entrances in public and  
private buildings during new construction and  
renovation. They are suitable for single-leaf doors 
with and without fixed glazed side panels (opening 
inward and outward).

TYPE MFZRENOVATION PROFILE

Well designed water 
drainage included.

MHT 10/1 resp. 20/1

MHT 10/short 
resp. 20/short

MHT 10/0 
resp. 20/0

Energy savings thanks to thermal  
separation and optimal sealing.

NEW CONSTRUCTION PROFILE  TYPE MFAT PH TYPE MHT� COMFORT PROFILE

THE ALUMAT MAGNET DOUBLE SEALS offer  
security and protection even in older buildings. 
Ideally in combination with a new door they eliminat 
trip thresholds from the living area to the outside for 
house, balcony and patio doors. It may be sufficient 
to simply replace the threshold.

BEFORE: Door thresholds 
pose a risk of tripping.

AFTER: An optimal, barrier-free 
transition increases living comfort.

MFZ 10/1  
or 20/1  
with RA

MFZ 10/3 
or 20/3

MFZ 10/2 
or 20/2
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MFAT 10 PH

MFAT 20 PH

3  Connection of the seal  
on jamb and zero threshold as 
per DIN 18531/18533 and Flat 
Roof guidelines.

2  Load-bearing 
thermal insulation for 
threshold foundation

4  Aluminum channel 
frames with grates and 
possibility to clip-on 
directly to the ALUMAT 
magnet double seal

5  Aluminum bridging profile 
to cover the thermal insulation 
composite system

1  Highly insulating zero 
threshold with integrated 
drainage and hose 
connection for all house, 
balcony and patio doors.


