
MFZ 10 Renovation profile 
· �For wooden or wooden/aluminum exterior doors  (house entrance, balcony, patio)

· �Barrier-free magnet double seal according to Universal Design 

· �NEW: With PVC center section as optimum thermal isolation

Ready-to-install delivery: Compatible with turn or tilt/turn doors, 
one and two-leaf, overlap/fixed glazing 

Leveling from zero to 30 mm

No wear, no mechanics, 20 year warranty  
on magnet tension force

Evaluated gap noise insulation index Rs, w up to 46 dB

For nursing homes, senior residences, hospitals, homes  
for people with disabilities, day care facilities, kindergartens,  
single family homes, apartment buildings, hotels

Version October 2022 · Subject to technical changes
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Aluminum weatherboard with profile cover  
Surface in choice of EV 1 silver, anthracite  
RAL 7016, bronze C33, white RAL 9016 or plain.

Plastic magnet holder profile 7 x 43 mm  
(light gray).

Two upper magnet seal profiles with insulation 
and double adhesive tape (3 x 17 mm).  
An additional fixture is recommended for 
fastening permanently.

Adjustable silicone slide seal in the 
weatherboard, sealed and cleaned, with 
threaded pins 5 x 6 mm for invisible fastening.

Aluminum floor profile EV1 anodized with PVC 
center section and drainage slots.

Groove additional TPE seal (groove 5 x 13 mm) 
before painting, in order to restore the 
circumferential seal level (glue seal if 
necessary). Mount seal lip flush  
with the frame inner edge.

Two lower magnet seal profiles (9 x 15 mm), 
always insert with the nose pointing to the 
outside.  
Standard 2-feet up to 43 dB,  
alternatively, 3-feet up to 46 dB sound insulation.

MFZ 10 SCOPE OF DELIVERY
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* �Dimensional specification 
at 18 mm overroll  
(at 16 mm minus 2 mm)

Wear-free magnet seals

The sill of the Alumat floor threshold covers the interior  
floor or can be adapted to the floor covering.

7

5

With integrated exterior doors in old 
construction, the existing stop threshold 
must be removed. The barrier-free 
ALUMAT magnet double seal must be 
fitted into the decorative frame rebate and 
sealed on the side. Either shorten or 
lengthen the doors with approx. 4 mm gap 
to the ALUMAT floor profile.

MFZ 10/1
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Support hollow spaces positively 
connected and pressure-tight.

MFZ 10/2

With lower lying patios or balconies the leveling 
to the ALUMAT floor profile can be done using 
elevated wood or plastic covering.

Level differences from higher 
lying patio covering of from 10 
to 30 mm to the interior floor 
covering can be bridged with 
the adaptable inclined ramp. 

MFZ 10/3

The magnet double seal is cut and delivered in fixed 
lengths to the decorative frame outer dimensions  
(up to max. 6,000 mm length).

NEW: WITH PVC CENTER SECTION.

Water drainage 
via drainage 

slots

*

*� Barrier-free thresholds require a precisely planned and 
monitored floor structure in the screed and finished covering 
area (permissible deviation in the opening area +/- 1 mm per m).
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Separate the magnet profile in the 
overlap area, adapt for accessibility 
and notch on one side on  
the vertical bolt insert

Glue the plastic vertical bolt 
insert in the threshold and  
dowel on the construction site.

Decorative 
frame

b

c
d

e

Self-adhesive 
on one side

f

Permanently elastic 
adhesive must be 
applied here in order to 
prevent water escaping 
from the side.

  F
ixed glazing 

sid
e part

b

Seal

Seal

Attention!  
Notice parallel magnet guide Place magnet 
profiles with nose pointing to the outside

Two plastic cover caps white, brown, anthracite or 
light gray incl. screws (end caps for weatherboard 
add approx. 4 mm on both sides).

Two plastic retaining plates with sealing pre-drilled 
(thickness 7 mm) for front side connection and 
sealing with appropriate screws. Before mounting 
additionally seal over the complete area at a height 
of 13 mm with permanently elastic sealing material.

Plastic vertical bolt insert for overlap doors, 
standard Ø 10 mm with steel bushing and fastening 
screws 4.1 x 13 mm. Alternatively Ø 8 or 9 mm  
with steel bushing angular 10 x 10 mm or PVC-solid 
material for automatic adaptation.

Plastic adapter profile 130 mm wide in light gray 
RAL 7040 for fixed glazing side parts and for 
adaptation of the decorative frame on other 
installation depths. 

Plastic profile d  must be adapted to the decorative 
frame contour.

Sealing cushion for overlap leaf

Also included in the scope of delivery:

a

b

c

d

e

f

The MFZ renovation profile does not fully replace the 
new-building threshold Type MFAT and is especially 
intended for the renovation. The driving rain tightness 
is not certified but is guaranteed under normal weather 
conditions. The PVC floor profile  
may cause UV-related discoloration.

The floor profile is designed for use  
in residential construction.

Subject to technical changes 3



AUXILIARY INSTALLATION PROFILES

Auxiliary profiles for lower lying outer covering

Auxiliary profile with level difference 
of approx. 25-40 mm

Support hollow spaces  
positively connected  
and pressure-tight!

For approx. 25-40 mm level difference  
to lower lying outer covering with set screws.

MFZ 10/1 with TYPE RA

MFZ 10/1 with aluminum bridging profile

Type RA

100 mm

Up to 250 mm 
to shorten

Seal against  
water ingress

20 mm

Renovation auxiliary profile with clipping 
function for Alu-bridging profile
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FLEXIBLY ADAPTABLE
The special feature of this renovation 
profile is its extremely low installation 
height that can be easily set directly on 
every rough floor. The ALUMAT magnet 
double seal extraordinarily adapts itself  
to a wide variety of installation conditions.  
Different floor heights can be leveled  
with various ALUMAT auxiliary profiles.
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Processing instructions for decorative frame mounting MFZ 
10 for wooden exterior doors, one leaf and overlap design

DECORATIVE FRAME INSTALLATION

Order magnet double-sealing according to decorative frame outer 
dimensions. Cutting to length is done at the factory.

Cut length of decorative frame parts: Vertical decorative frame is 
identical to the door lower edge. Please note the listed clearances 

according to the threshold type.

The supplied decorative frame adapters for self-profiling are installed, 

after the sealing, under the vertical decorative frame (page 3 d + e).

Insert the decorative frame with profiled plastic adapters in the 
ALUMAT floor threshold (seal beforehand) and screw down (plug system). The 
front decorative frame fastening with the floor threshold is done using 
sealed and pre-drilled plastic retaining plates b  (s. page 3).
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The weatherboard is also installed on the  
outside for doors that open to the outside.
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Fig. 1   M 1 : 1 

Door opening to the inside  
(Decorative frame identical  
to the door lower edge)

Fig. 3   M 1 : 1 

Door opening to the outside  
(Decorative frame identical to the door lower 
edge) 

Fig. 4   M 1 : 1 

Fig. 2   M 1 : 1 

Magnet spacing

Magnet spacing

Plastic adapter

Door bottom edge

Adaptability on floor 
covering

Adaptability  
on floor covering

Must be adapted to the 
decorative frames

Plastic vertical bolt in-
sert for overlap doors

Door bottom edge

Plastic vertical bolt in-
sert for overlap doors

Must be adapted to the 
decorative frames

Clearance MFZ 10/1:
The distance from the 
lower edge of the door 
sash to the upper edge of 
the finished floor = 7 mm.

Clearance MFZ 10/2:
The distance from the 
lower edge of the door 
sash to the upper edge of 
the finished floor = 17 mm.

Clearance MFZ 10/3:
Are determined according 
to the installation 
situations.
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MFZ 10 OVERLAP SASH

Glue the sealing cushion on 
the overlap leaf up to the 
OK threshold

Leave the magnet holder 
profile in the overlap sash 
and notch in the area of 
the hardware groove

Separate outside magnet at 
overlap end and adapt for 
accessibility (nose points to 
the outside)

Separate the magnet-sealing profile 
in the overlap area, adapt for 
accessibility and notch on one side on 
the vertical bolt insert (nose points 
outwards)

Flush edge

Flush
 edge

Flush
 

edge

Glue the plastic vertical bolt insert 
with the threshold and dowel on the 
construction site.

Notch the overlap strip in 
the area of the guide profile 
for slide seal
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MFZ 10 ACTIVE SASH

Leave magnet carrier 
profile in the active  
leaf and notch in the 
area of the Euro hard-
ware groove

Install weatherboard to the overlap  
profile with the necessary clearance

Groove TPE seal (groove 5 x 
13 mm) before painting and 
install seal lip flush with the 
frame inner edge (also glue 
seal if necessary).

8
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Overlap gear with vertical tilt bearing Gear with vertical tilt lock 

Siegenia overlap:
Striker AF VSU/G RSA 11  
TESC3050
Tilt bearing AF A0767 
TRKS0040

Roto  
Roto gear connection 630573  
SST 11/10 mm projection

Roto gear connection  
628290 1P projection KSR NT

Roto gear connection  
630574 1E o projection KSR NT

Siegenia tilt/turn leaf:  
Tilt lock component AF 
TEKB1110

MFZ 10 HARDWARE PARTS

Roto gear connection NT for overlap doors turn/tilt or can be 
designed with other common commercial hardware systems, 
for example with Siegenia Titan AF hardware.

Assemble the hardware according to the  
specifications of the hardware manufacturer.

Attention: Install DK striker piece vertically 
No striker plate can be used on threshold!

Not suitable for covered placed hardware.
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Additional mounting of 
the upper magnet

Groove TPE seal (groove 5 x 13 mm) 
before painting and install seal lip 
flush with the frame inner edge  
(also glue seal if necessary).

SASH SEALING INSTALLATION 

PROCESSING INSTRUCTIONS

Processing instructions for door leaf installation

1. �Cut ALUMAT plastic magnet carrier profile to 
length of door rebate dimension and fasten  
under the door leaf. Adapt the aluminum  
weatherboard and install.  
Screw on the side cover caps.

2. �Fasten the plastic magnet holder profile  
with the screws.

3. �Glue in both upper magnet seal profiles  
in the magnet holder profile and fix. 
Attention: To guarantee a good adhesion of 
the magnet strip the surface underneath must 
be free of dirt. In addition the recess should be 
preheated.

4. �The hardware assembly as entrance door 
threshold is done as normal. Turn/tilt doors 
are equipped with vertically mounted corner 
bearings.

 

Processing instructions for door leaf installation

5. �Installation of the overlap doors as  
described on page 6/7/8.

6. �For doors with fixed side part the threshold 
should be designed to be continuous. A plastic 
adapter profile is supplied in order to achieve the 
same viewing height for doors. Cut this to width 
and screw under the fixed part (s. page 3).

7. �The adjustable silicone slide seal is placed in 
the weatherboard surface flush to the magnet 
double seal and fastened with threaded pins  
5 x 6 mm. A self-cleaning of the magnet 
threshold is also done by the abrasive effect 
when closing the doors. Please follow our 
installation instructions.

 

We assume no liability for malfunctions  
which occur due to non-compliance  
with the processing instructions.

TILT/TURN DOOR DRIVE 

For electronic drive for tilt/turn 
doors we recommend the model 
dormakaba ED 100/250
(For doors up to 1600 mm door leaf  
width and max. 250 kg door weight).

RECOMMENDATION
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IMPORTANT INFORMATION

Magnet double seal type MFZ 10

To guarantee that the smooth function of  
the seals permanently, proceed as follows:
 
1. �To recover the circumferential seal level,  

the factory supplied TPE seal is applied.  
 
For wood doors use the TPE seal horizontal 
under the leaf rebate (if necessary also glue the 
seal). Seal lip must be installed flush with the 
frame inner edge. 

2. �When closing the doors, please check whether 
the TPE seal on the overroll lies uniformly on 
the entire length of the threshold (if necessary 
readjust the doors).

3. �The plastic upper magnet cleaners must be 
cleaned immediately before gluing the magnet 
profiles. Pull off the protective film of the 
magnet profiles and carefully glue and rolling the 
plastic carrier profile in the recesses (maintain 
side boundaries). An additional fixture is 
recommended for fastening the upper magnets 
permanently.  

To check the function,  
pay attention to the following:

4. �The silicone seal in the weatherboard must be 
raised. Place the cleaned magnet profiles with 
maximum 1 mm clearance, paying attention to 
the various rebate notches, one after another 
as follows and check each one that the seal 
functions.  
 
Inner magnet first: place paper strips left and 
right on the threshold and close the doors: While 
pulling on the paper (from the outside), note 
whether the sealing function works. Now remove 
the inner magnet and check the outer magnet as 
well.

5. �Loosen the raised silicone slide seal using a 2.5 
Allen wrench, adjust to the threshold surface and 
refasten. Afterwards slide off the weatherboard 
cover.

6. �In the overlap area the outer magnet must be 
separated offset from the inner one. The silicone 
slide seal incl. aluminum holding profile is to be 
applied underneath the overlap strip (seal the 
penetration).

7. �Please note the following for construction site 
installation: The flat threshold must be glued 
and sealed and flush-mounted perfectly evenly 
on an appropriate substrate in order to prevent 
the penetration of water under the threshold. 
The screws are fastened through the magnetic 
channel.

We assume no liability for malfunctions which occur due 
to non-compliance with our enclosed pages  
of processing instructions.

The functional check is however to be done before  
the on site installation by the processor.

The warranty service for the magnet tensile force,  
in compliance with the ALUMAT assembly instructions,  
is 20 years.

Our renovation profile is not certified for passive houses. 
The PVC floor profile may cause UV-related discoloration.
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All exterior doors are equipped with high quality 
and barrier-free magnet double seals  
from ALUMAT. 

To permanently guarantee the smooth functioning 
of the seals the following maintenance tasks should 
be carried out at least once a year or in case of 
excessive dirt as needed:

1. �The lower magnet profiles can be lifted  
and removed using a metal object.  
Remove any dirt in the free magnet channels.

2. �After cleaning the magnet profiles with a damp 
cloth, replace them one by one while paying 
attention to the various rebate notches. The 
sealing function can be checked with closed 
doors by placing paper strips (newspaper)  
and pulling on the paper. 

3. �Remove the protective films immediately 
after installation. The films are used only for 
protection during transport and installation and 
can damage the profile if left for longer periods. 
Afterwards, clean the thresholds and clear off 
the dirt. For this purpose, use warm water, pH-
neutral soap and a cleaning rag or a soft brush. 
After cleaning rinse everything (including the 
seals) with clear water in order to remove the 
cleaning agent residues.

	 Please make sure never to use:
	� • �Surface destroying abrasives or chemicals  

such as Nitro-thinner, gasoline, acetic acid,  
nail polish remover, alcohol or similar  
(also not as additive in cleaning agents)

	 • �Cleaning agent with orange/lemon aroma
	 • �Ammonia-based agents, ammonia solution
	 • �Sulfur containing agents (Tile cleaner)
	 • �Sandy and abrasive cleaning agents
	 • �Aids such as steel or scouring sponge
	 • �Scouring pad

Not only our customers, but 
the “German Association for 
Gerontechnology” are also 
satisfied with our products.

MAINTENANCE MANUAL

The warranty service for the magnet tensile 
force, in compliance with the ALUMAT 
assembly instructions, is 20 years.
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Customer stamp:

ORDER FORM MFZ 10 Please fill out and return via:  
Fax: +49(0)8341/74219 or E-Mail: info@alumat.de
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MONTAGE-VIDEOS MONTAGE-VIDEOS

Our installation videos  
are also helpful:

www.alumat.de/ 
service/videos

Magnet 
2-feet

Magnet 
3-feet

			   Piece	� Element width 
(Decorative frame outer dimension)

1.	� MFZ 10/1 (interior level approx. 1 cm higher)

	� MFZ 10/2 (interior and exterior same level)

	 MFZ 10/3 (inside 1–3 cm deeper)

2.	❏ One leaf	 ❏ Overlap	 ❏ With fixed glass side parts 
		  (ask for sketch)

3. ❏ Installation depth: 

4. ❏ Opening to the inside �❏ Opening to the outside 

Attention: Threshold always over the entire element width!

5. �Higher weatherboard (H 55):	  
 
		  mm 

Lower weatherboard (H 35):	  
 
		  mm

6. �Weatherboard color:	  

❏ White   ❏ Bronze   ❏ Anthracite   ❏ Bare   ❏ EV 1   

7. �Plastic adapter for decorative frame or  
fixed glazing light gray Length:

8. �Overlap design vertical bolt insert:   

❏ Ø 10 mm   ❏ Ø 9 mm   ❏ Ø 8 mm  
(with steel bushing for RC 2 hardware) 

❏ 10 x 10 mm (for angular/round flush bolt) 

❏ PVC solid material (for self-adapting)

9. �Sound insulation: 

❏ Standard up to 43 dB       ❏ �Increased sound insulation  
up to 46 dB 

ORDER INFORMATION FOR ORDER PROCESSING TYPE MFZ 10 PH (OLD CONSTRUCTION)

for wooden and/or wood/aluminum exterior doors

Auxiliary profiles (10–11) available with additional charge:

10. ��❏ �Type RA   �Piece:		  Length:

11. �Aluminum bridging profile with renovation auxiliary profile EV1 
 incl. support screws (Depth of up to max. 270 mm)   

     Depth: 	 Length:	 Floor structure:

     ❏ Alternatively: Alu-profile delivered loose, 2-piece, not glued

12. Construction plan:

	 13. Architect:

	 14. Desired delivery data in week:

View from inside with dimensional data 
Required for overlap doors and fixed glazing
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REPLACEMENT PARTS LIST MFZ 10 (fixed length)


