
ZERO THRESHOLDS MPI 10 + API

Installation guidelines for pivot doors	  April 2026

No milling work required on the threshold

Adaptable for a wide variety of installation situations 
thanks to the due to the modular principle

Complete system of the lower and upper seal with 
processing-friendly components

Good thermal properties thanks to thermally insulated 
profile

Also available as API-Version without magnet
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Pivot foundation 
profile (PET) W 
88 x H 50 mm.

Stackable as 
desired. 

Art. no. 6450-L

Double-sided adhesive tape
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MPI 10/2
with two  
long joint lugs G2

MPI 10/1
with two short joint lugs G1

exterior interior

When all elements  
work together perfectly.

PIVOT FOUNDATION 
PROFILE
(PET) W 88 x H 50 mm.
Stackable as desired and 
can also be used for API.

MPI 10/3
with a short joint lug G1 and a long joint 
lug G2, variable for exterior or interior.
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MPI: MAGNET ZERO THRESHOLD FOR PIVOT DOORS
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Pre-assembled floor profile: 
API /1	 Art. no. 6460
API /2	 Art. no. 6461
API /3	Art. no. 6462

Alu-Abdeckung geschlitzt
für API Art. Nr.: 6444

Alu cover slotted for API  
(Art. no.: 6459)

API version 
for lowerable floor seals 
and slide seals  
(not included in the scope of delivery).
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API – VARIANT WITHOUT MAGNET FOR PIVOT DOORS



6. �Cut the cover  
profile to clear  
dimension between  
the frame and base plate 
and clip in place

1. �Screw the lateral cover plates incl.  
Butyl on the front of the threshold

Eindrehen Eindrehen

2. �Attach the sills inside and outside by 
turning (screw them in place, if needed)

4x
Ø 8mm

4. �Drill the position 
of the base plate 
using the drilling 
template

5. �Drive in the 
base plate

3. �Pre-drill the threshold,  
apply sealant and screw  
in the desired position under 
the frame adapter

INSTALLATION OF LOWER 
SEALING SET MPI + API

Version April 20264

MPI SYSTEM INSTALLATION



7. �Cut the lower magnet to clear 
dimension and clip in place. 
CAUTION: If needed, stick a 
shot piece of lower magnet 
under the frame adapter to 
keep it from slipping under 
the frame

Überschlagsdichtung mit
senkrechten Dichtung
verkleben

Dichtungsfuß im Bereich
der Falzdichtung ausklinken

9. �Press the inner grind slid seal into the groove  
(3.5 x 7 mm) at the position of the overlap sealing, 
notch the seal base and glue to the corners using 
upright seal

Glue the overlap 
seal to the  
vertical seal

Notch the seal  
base in the area of ​​ 
the fold seal

Installation of the upper sealing set  
>> next page

driving rain-tight sealing 
pivot complete packages

Lower sealing set

Upper sealing set

Obermagnet parallel zum
Untermagent aufkleben
und mit Nägel / Klammern 
zusätzlich sichern.

8. �Mount the 
upper magnet 
parallel to the 
lower magnet 
and additio
nally secure 
using nails or 
staples

7
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Subject to technical changes 5

MPI SYSTEM INSTALLATION



Bohrung zur 
Wasserableitung

Obermagnet parallel zum
Untermagent aufkleben
und mit Nägel / Klammern 
zusätzlich sichern.

3. ��Glue the upper 
magnet  
parallel to 
lower magnet 
and additional-
ly secure using 
nails/staples.

TIME FOR A CHANGE: MPI/API

ALUMAT Frey GmbH
Im Hart 10 · 87600 Kaufbeuren  

Phone +49 (0) 8341-4725 · info@alumat.de
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Überschlagsdichtung mit
senkrechten Dichtung
verkleben

Dichtungsfuß im Bereich
der Falzdichtung ausklinken

4. �Notch the seal base in the 
area of ​​the fold seal

Glue the over-
lap seal to the 
vertical seal

INSTALLATION OF UPPER SEALING SET MPI

Mit Schonhammer
einklopfen

Without magnet, for lowerable 
floor and slide seals 
(not included in the scope of  
delivery of MPI).Tap in with a soft-faced hammer

API VERSION

1. �Screw the cover caps on the front 
of the Alu mounting profile

Water drain
Vorbohren

300Profil im Abstand von ca. mm verschrauben

2. �Pre-drill the Alu mounting profile and screw 
in downwards approx. every 300 mm.  
Cut the lower magnet to clear dimension 
and insert.

Screw the profile in place at intervals of approx. 300 mm
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Pre-cut fixed lengths

PIVOT SPARE PARTS LIST

6434

Locking plates for MPI 
floor profile with Butyl 
sealing incl. 4 mounting 
screws 4.1 x 55 mm

Black

6450
Pivot foundation profile  
(PET) W 88 x H 50 mm. 
(Stackable as desired)

Anthracite

6451 Silicone seal for MPI Black

Article 
no.

ALUMAT magnetic zero threshold with 
system-dependent accessories

Surface 
Color

Length 
mm

Qty/
pcs.

Order 
quantity

6449-B
MPI floor profile with  
fixture for joint lugs  
with PA Cover

Black anodized6412-S Joint lug G1 for MPI

6413-S Joint lug G2 for MPI

MPI Magnet zero threshold for pivot doors

5899
Upper magnet with 
insulation  
(3 x 17 mm)

Brown

5870
2-foot lower magnet  
(9 x 15 mm)

Brown

32

67
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PIVOT SPARE PARTS LIST
Pre-cut fixed lengths

Article 
no.

ALUMAT magnetic zero threshold with 
system-dependent accessories

Surface 
Color

Length 
mm

Qty/
pcs.

Order 
quantity

6432
MPI Alu mounting profile 
at the top for lower 
magnet 

Aluminum blank

6435
Pivot end caps at the 
top incl. 2 pan head 
screws 3 x 25 mm

Black

6217
PVC profile covers 
against construction 
dirt

White

6448

Pivot drilling template 
for FritsJurgens Flush 
(required only one per 
customer and can be 
used as frequently as 
needed)

MPI Magnet zero threshold for pivot doors

Driving rain-tight sealing pivot complete packages

Lower sealing set Upper sealing set

Minimum order quantity:  
corresponds to the packaging unit (PU). 

Subject to technical changes.

Article 
no.

API for lowerable floor or sliding seals
Surface 
Color

Length 
mm

Qty/
pcs.

Order 
quantity

6459
Slotted aluminum cover 
for API bottom profile

Black anodized

API for pivot doors


